NAVSHI PREPFAC YOKOSUKA
LOCAL STANDARD | TEM

FY-01
| TEM NO 099-62YO
DATE: 01 JUL 1998
CATEGORY: |

1. SCOPE:

1.1 Title: Boiler Handhol e and Manhol e Seats and Pl at es;
i nspect

2. REFERENCES:

a. S9221- Cl1- GIP- 010, Repair and Overhaul Main Propul sion
Boil ers

b. 803-841316, Handhole Plates and Arch Bars for Boilers
3. REQUI REMENTS:

3.1 Renove handhol e and nanhol e pl ates from headers and
druns of boilers. Plates shall be identified and tagged as to
respective boilers.

3.2 Wrebrush clean to bare netal handhol e and manhol e
pl ates, studs, strongbacks, and fasteners. Wrebrush clean to bare
nmet al handhol e and manhol e gasket seating surfaces using a power
driven rﬁre cupbrush. Ensure conplete renoval of rust and gasket
mat eri al .

3.3 Visually inspect gasket seating surfaces of handhol e and
manhol e pl ates and the drum and header for erosion, corrosion,
gouges, steamcuts, crack indications, excessive pitting, grooves,
and any irregularities that may cause poor or |eaky joints.
| nspect studs and nuts for deterioration and damaged and stri pped
t hr eads.

3.3.1 Visually inspect, neasure, and record the
fol |l owi ng handhol e and manhol e gasket seating surface criteria in
accordance with Paragraph 5-8.2 of 2.a and Attachnent A

3.3.1.1 Seat taper: Use tenplate of flat stock
and feel er gage to neasure nmaxi mum taper around peri phery of
handhol e and nmanhol e seats.

3.3.1.2 Mnimumwall thickness: Measure header
wal I thickness using a point mcronmeter at each side of the header
cross sectional mnor axis.

3.3.1.3 Mninmm seat thickness: Measure header
seat thickness with a flat-faced mcroneter at the four points of
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t he header cross sectional major and m nor axis.

3.3.1.4 Handhol e plate overlap: Measure maxi num
gap cl earance between shoul der of the handhol e pl ate and handhol e
wi th handhol e plate |located in the nost extreme m saligned
position. Subtract the nmeasurenent fromthe plate seat width to
establish the anount of plate overlap. Handhole plates used for
nmeasurenents shall conformto 2.b.

3.3.1.5 Manhole plate clearance: Measure
cl earance between shoul der of manhol e plate and manhol e at ei ght
45-degree increnents, with the manhol e plate accurately centered.

3.4 Submt four legible copies of a report listing results
of the requirenents of 3.3 to NAVSH PREPFAC. Report shall i st
each handhol e and manhol e seat which failed to neet the m ni num
al l owabl e values listed in Appendi ces 5D, 5E and 6C of 2.a.

3.5 Install handhol e and manhol e pl ates, using new gaskets
conformng to ML-G 15342 and applicable boiler technical nanual

4, NOTES:

4.1 Equi prent technical manual will be referenced in the
i nvoking Work Item
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